
LAST REVISED:01/25/11 

MANUFACTURER Lumec 640 Cure-Boivin Broisbrand QC Canada, J7G2A7 

LOCAL SUPPLIER 
Electrical Representatives West, Inc. 

624 Lucile Street, Seattle, WA 98108 (206-767-7722) 
MODEL Candela Series CAND2 

COLOR 
Dark Green (GNB - Smooth) 

BASE COVER LBC2 Base 
GLOBE Polycarbonate, Clear 

FUSE CONNECTOR KIT Model 1791-SF Sec Connector Company, or Equal 
FUSES IRI-ONIC" TRM 2 (lamp) & TRM 20 (receptacle) or equal 

POLE HEIGHT 12 Feet 
POLE TYPE Aluminum, Straight, Round, 4 ", APR4U 

REQUIRED OPTIONS 
G.F.I. Duplex Receptacle {DR) with a weather tight, in-use cover. 

Sign Bracket (SA 1) color to match pole. 
Single Plant Arm (PS) color to match pole. 

Photoelectric Cell (switch) from manufacturer is .N.QI acceptable 

Lumatrol Quick Response Photocontrol Model # 8690 

PHOTOELECTRIC 
Precision Multiple Contois, Inc. 

33 Greenwood Ave., Midland Park, NJ 07432 
SWITCH or "M" or "F" Series, Area Lighting Research, Inc. 

60 Asbury Rd, Hackettstown, NJ 07840 or Equal 
OPTICAL SYSTEM RR5 Round Refractor Type V 

SPACING Alternate between street trees (max. 60' o.c., min. 30' o.c.) 

UTILITY BOX 
Concrete J-box with metal lid marked "ELECTRICAL" 

(see CK-R.47B) 

POWER 
To be provided by developer 

120V for duplex receptacle, 240V for the Street Light 

CONDUIT 
2" PVC from Service Dissconnect 

1" PVC between J-Box and Street Light 
BULB Provide and install Candella2 1 OOW Luminaire (CAND233) 

WIRING 
The contractor is responsible for installing wire 
that meets NEC standards. Copper wire only. 

PERMIT A separate electrical permit from the City is REQUIRED. 
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