
2 X 6 CAP, 3/4" 
CHAMFER ALL SIDES 

2 X 4 SPACER -------... 
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APPEARANCE 
SIDE--, 

1 . ALL WOOD TO BE WESTERN RED CEDAR 
GRADE 'B' OR BETIER UNLESS OTHERWISE 
INDICATED. 

2. FASTEN ALL MATERIALS WITH 1 Od 
GALVANIZED NAILS UNLESS OTHERWISE 
INDICATED. 
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2 X 6 TOP RAIL 

2 X 4 HORIZONTAL TRIM 

2 X 6 HORIZONTAL TRIM 

6 X 6 DOUGLAS FIR POST 
@ 8'-0" OC, PRESSURE­
TREATED WITH LP-22 OR 
EQUAL, SET PLUMB 

3/4 X 6 VERTICAL SLATS 
1/8" BETWEEN SLATS 

2 X 6 HORIZONTAL TRIM 
BOARD, ATIACH WITH 2 X 6 
GALV HANGERS, EACH END 
(TYP) 

24" DIA X 6" DEPTH 
CONCRETE COLLAR 
(MOUND 1" MINIMUM) 

5/8" CRUSHED 
ROCK BACKFILL 

UNDISTURBED 
SUBGRADE 

CITY OF KIRKLAND 
PLAN NO. CK-R.64 

BOARD FENCE 


