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EMBANKMENT HEIGHT 

FREEBOARD ------....., "'-...,~(s_E_E_6:c,Np,.T_E_2--I) 
___L_ 15 

1' MIN. 

COMPACT TO 95% 
DRY DENSITY 

SOD OR 
SEED DIKE EXISTINGJ GROUND 
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DETENTION- -

POND 

2 MIN. 
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NOTES: 

RIP RAP 
PAD 

MIN. 

6' MAX. DEPTH 

LOW FLOW 
SWALE 

GASKETED \ I 
END CAP \ '7SEEP BARRIER 
(SEE NOTE 3.) \ I ON OUTLET PIPE 

TRASH RACK _) I 
KEY EXCAVATED \ I 
INTO NATIVE L - - - - -' 
GROUND I 6' MIN. I 

OUTLET 

PRIMARY OVERFLOW 
THROUGH FLOW RESTRICTOR 

SECONDARY OVERFLOW 
(SPILLWAY OR PIPE 
SYSTEM) 

\_RIP RAP PAD 

CONTROL STRUCTURE WITH 
FLOW RESTRICTOR 

1. LANDSCAPE PLAN IS REQUIRED TO BEAUTIFY OR SCREEN POND. 

2. 12' MINIMUM FOR VEHICLE ACCESS TO CONTROL 
STRUCTURE. ACCESS RAMP SPECIFICATIONS. 

3. SHEAR GATE REQUIRED FOR ALL SYSTEMS. 

4. CAPACITY OF OUTLET PIPE MUST BE EQUAL TO OR 
GREATER THAN DISCHARGE DURING EMERGENCY 
OVERFLOW CONDITION. 8-INCH MINIMUM DIAMETER. 
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DETENTION POND 


