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NOTES:

1. PAD SHALL BE REMOVED AND REPLACED WHEN SOIL IS EVIDENT ON

THE SURFACE OF THE PAD OR AS DIRECTED BY THE CITY CLEARING

AND GRADING INSPECTOR.

2. PAD SHALL BE INSTALLED IN PLANTING STRIP AS APPROPRIATE.

3. PAD THICKNESS SHALL BE INCREASED IF SOIL CONDITIONS DICTATE

AND/OR PER THE DIRECTION OF THE CITY CLEARING AND GRADING

INSPECTOR.

4. CONTRACTOR RESPONSIBLE FOR CURB & GUTTER CONDITION.

5. ATB MAY BE REQUIRED PER PW INSPECTOR.

6. RECYCLED CONCRETE SHALL NOT BE USED FOR THE CONSTRUCTION

ENTRANCE DUE TO HIGH LEVELS OF PH.

7. ALTERNATIVE DESIGN ALLOWABLE WITH PUBLIC WORKS APPROVAL.

GEOTEXTILE BENEATH

QUARRY SPALLS

4" TO 6" QUARRY SPALLS

TEMPORARY CULVERT

AS REQUIRED

GEOTEXTILE

DRIVEWAY RAMP

OR PAVED SURFACE

EXISTING

GROUND

24' MINIMUM

12" MIN.

25' RADIUS

PAVED ROW

PAVED ROW

50' ATB, 4" THICK (IF REQUIRED)

(SEE NOTE 5)

100' MIN.
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