
NOTES:

1. GREEN COLORED PAVEMENT AND BIKE LANE SYMBOL SHALL BE

EITHER 90 MIL PREFORMED THERMOPLASTIC OR METHYL

METHACYLATE (MMA). THE SAME MATERIAL SHALL BE USED

FOR BOTH THE BIKE SYMBOLS AND THE GREEN PAVEMENT

TREATMENT.

2. SEE PLAN NO. CK-R.34 FOR BIKE LANE SYMBOL DETAILS.

3. SEE CK-R.28 FOR STOP LINE DIMENSIONS.

TYPICAL BIKE BOX

AT A SIGNALIZED

INTERSECTION

MIN. 1' SPACE BETWEEN BIKE

BOX AND CROSSWALK

BIKE SYMBOL(S) CENTERED

OVER APPROACH LANE(S)

MIN. 10' DEPTH

MIN. 25' INGRESS LANE

STOP LINE SHALL BE INSTALLED

AT BEGINNING OF BIKE BOX TO

INDICATE THE POINT BEHIND

WHICH MOTOR VEHICLES ARE

REQUIRED TO STOP

"NO TURN ON RED" SIGNS

SHALL BE INSTALLED TO

PREVENT VEHICLES FROM

ENTERING THE BIKE BOX


