LAST REVISED: 01/2023

MIN. 20 FEET OF
#4 BARE COPPER
WIRE, WRAPPED
AROUND REBAR

s

<

CAGE AND ENCASED &)
1/2"x4” STAINLESS IN CONCRETE =
QUICK BOLT
SEE NOTE 1

3" CHAMFER,
TYP. M
—
A4
: L
© #4 HOOP @)
m

MIN

i

|
™
i

|
P
|

|

|

|

PLAN NO. CK—TS.11

TINY SERVICE
FOUNDATION

<« KR4
o
%
z
o
<. Oe
SHING®

N

&

8]
2

#4 REBAR ._.<_u.|\ \\
1" CONDUIT TO GROUND RODS

CONDUIT (PSE)

CLASS 3000 CONCRETE

MINIMUM 2-2" CONDUITS
ON LOAD SIDE.
SEE NOTE 2

1/2” PLASTIC 770 PSE
DRAIN TUBE  \
L SERVICE CABINET

; M,/ _m 2 ABOVE
T

il il

BRI S o e
T
[

b

|

|

|

|

#4
REBAR
TYP.

1204

17"
o

48"

\\ n+q
o~

#4 HOOP

TYP.

25"

4’ MIN. CLEAR WORKING SPACE
FROM FACE OF CABINET

6" 20" 6"

327
HOUSE KEEPING PAD

NOTES:
1. CONTRACTOR TO VERIFY BOLT PATTERN WITH CABINETS.
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