
SINGLE FAMILY

PREFERRED LOCATION INSIDE OF BUILDING 

(MECHANICAL ROOM).

IF VAULT IS OUTDOORS DRAIN TO DAYLIGHT.

ASSEMBLY MUST BE KEPT DRY.3.

2.

1.

NOTES

IF SPRINKLERED, WET 

SYSTEM OFF OF METER 

(DOMESTIC WATER).

MORE THAN 1700' FROM 

H20 & WET & NO 

CHEMICALS.

COMMERCIAL

LESS THAN 1700' FROM H20 

& WET & NO CHEMICALS 

APPROVED DEVICE: D.C.V.A. 

(DOUBLE CHECK VALVE 

ASSEMBLY).

ANY CHEMICALS

APPROVED DEVICE: R.P.P.B. 

(REDUCED PRESSURE 

PRINCIPLE BACKFLOW 

PREVENTION DEVICE).

POST INDICATOR (P.I.)

OR OPERATING SYSTEM 

& YOKE (O.S.&Y.)

NO. CK-W.27

SEE STD PLAN

SEE STD PLAN

NO. CK-W.29

DRAIN TO DAYLIGHT

SOFT-FACED SWING

LEGEND

SIAMESE

CONNECTION

METER

ALARM

CHECK VALVE

TEE

DRAIN

GATE VALVE
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