
SINGLE FAMILY DRIVEWAY WITH PLANTER STRIP

REMOVE EXISTING CURB & SIDEWALK

4.5'

1/
2"

10' MIN. 20' MAX.

VARIABLE

2% MAX

5' MIN.

2% MAX

2'-6"

2'-6"

(IF REQUIRED BY CONDITIONS)

2% MAX

UTILITY/PLANTER STRIP

EXPANSION JOINT

EXPANSION JOINT REQUIRED AT
BACK OF SIDEWALK IF ABUTTING
CONCRETE DRIVEWAY

NOTES:

1. ALL DRIVEWAYS AND WHEEL CHAIR RAMPS MUST BE DESIGNED TO MEET ADA STANDARDS. USE WSDOT
STANDARD PLANS FOR LAYOUTS NOT SHOWN ON THIS PLAN WITH CLASS 4,000PSI CONCRETE FOR ALL
STANDARD PLANS.

WWW.WSDOT.WA.GOV/DESIGN/STANDARDS/PLANS.HTM

2. LANDING SHALL BE A MINIMUM OF 5' BY 5'.

3. EXPANSION JOINT SPACING NOT TO EXCEED 10'.

SIDEWALK PER COK STD. PLAN
NO CK-R.23.

15% MAX
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